
Whether it’s matching an existing surface or creating a bold splash of color, the flexibility
of Windirect’s wet paint system is the easiest way to customize a luminaire or your application.
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Unlimited Custom Colors + Five Standard Colors
Custom Colors without Custom Cost!
• No Additional Charge
• No Setup Fee
• No Minimum Order
• No Additional Lead Time

Beautiful and Built to Last...

Durable…
We incorporate an electrostatically applied, multi-stage pretreatment and
application process to provide a high quality and durable finish to all our
Windirect products. Our wet paint system features the highest quality
urethane acrylic enamel available which allows for unique flexibility for
providing both standard and custom finishes. It is the same durable
finish used by quality automobile manufacturers. With constant exposure
to bright sunlight, blazing heat, frigid cold, environmental pollution, rain,
snow, ice, flying rocks, and parking lots, what environment is more hostile
to a painted finish than the conditions an automobile operates in every
day? Our combination of pretreatment and quality paint application
create a durable and stable, long lasting finish. 

Flexible…
Our in-house computerized mixing and matching capabilities
allow us to accurately provide custom finishes without
minimum order quantity, set up fees or additional lead-time.
There is no need to submit samples to a paint manufacturer for
matching purposes causing delay to the production schedule.
We can provide custom finishes in either metallic colors to
match an actual metal finish or solid colors to match interior or
exterior finishes. 

Aluminum Paint (ALP) Light Gold Iridescent (LGP)

Pale Bronze Paint (PBP)

Semi-Gloss White (SGW) Semi-Gloss Black (SGB)
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Halogen | HID | Fluorescent

11°

24°

45°

45°

Large Reflector with
P2, P3 or P4 Visor

Large Reflector with
P5 (Short) Visor

5-5/8"
(143mm)

11-1/4"
(283mm)

2-11/16"
(68mm)

8-1/4"
(210mm)

Line of Sight

Line of Sight

Small Reflector with
P2, P3 or P4 Visor

Small Reflector with
P5 (Short) Visor

23°

45°

11°Line of Sight

45°

Line of Sight

7-3/4"
(197mm)

3-7/8"
(98mm)

1-7/8"
(48mm)

5-3/4"
(146mm)
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GLARE CONTROL – P2, P3, P4, and P5 Visors:
Most luminaires used as uplights require some form of glare control due to sight line considerations.
A P2 (solid), P3 (perforated), P4 (scalloped) or P5 (short) visor should be specified to shield the
aperture from view for most normal aiming conditions. While the P2, P3, and P4 glare visors offer
the same sight line cut-off angle, the P5 (short visor) provides a shorter profile where sight lines are
less of a concern (see illustrations below). One particular useful application for the P5 (short visor)
is with ceiling mount or semi-recessed luminaires used as wall washers.

P1
(basic)

P2
(basic)

P3
(perforated)

P4
(scalloped)

P5
(short)

P2 Solid

P3 Perforated P4 Scalloped P5 Short

P1 Basic




